
Taikan is pleased to introduce our UPS solution using PDX power supply and reliable

UPS power system. The UPS uses a heavy duty casing for pole mounting with bottom tray to

hold three 12 volt batteries. When there is a power failure, the UPS will immediately supply

power source to our PDX power supply helping to maintain power to the cable system line.

Ordering Information:
UPS

-B (battery)
-w26 / w25 / w16 / w15

-1560 / 1260 / 960 / 660

Amps / Output Volt Chart
1560 : 15amp / 60 volts
1260 : 12 amps / 60 volts
960 : 9 amps / 60 volts
660 : 6 amps / 60 volts

!

Input Volt / Hz
W26: 220 volts 60 Hz
W25: 220 volts 50 Hz
W16: 110 volts 60 Hz
W15 110 volts 50 Hz

Standard Carton Qty 1 pcs
Dimension 60x44x60 mm /  24x17x24 inch LxWxH
Weight (excluding battery) 120 kg / 264 lbs
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Specifications:

Electrical Specifications Units
AC Input Voltage   110 volts or 220 volts V
AC Input Frequency 50 Hz or 60 Hz Hz
AC Input Current 13 amps to 6 amps A
AC Output voltage (VAC) 60 volts V
Output Configurations 15 amps A
Efficiency > 85%

Overload Protection
AC Input 15amp circuit breaker A
DC Output 5CA circuit breaker

DC electrical specification
DC Input Voltage 36 volts V
DC Input Current (max) 30amps A

Time Sequence information
Turn on delay time 5 sec sec
Transfer time 0 ms ms

Environmental
Operating Temperature -40c  ~ 55c C

Specifications subject to change without notice. v8.00·
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